
Speci f ica tion:

Insulator Material: PBT UL94V-0 Black standard 
Actuator Material: White PBT UL94V-0
Contact Material: Copper alloy
Contact Plating: Gold flash over Ni underplate 
Other Materials: Tape seal Polyester film/Potting Epoxy
Switching Rating: 25mA , 24VDC Non-Switching:100mA, 50VDC
Contact Resistance: 50mΩ Max. at initial
Insulation Resistance: 100MΩ min. at 500VDC
DWS: 500VAC/1 Minute
Capacitance: 5pF Max.
Circuit type: Single pole/Single throw
Operating Temperature: -30°C to +70°C
Solder Temperature: +260°C Max. for 5 seconds
Reflow Soldering: Reflow zone 240°C for 20 seconds Max.
Mechanical Life: 1000 cycles min. (Electrical)

1.27mm Pitch Micro PCB Surface Mount DIP-Switches   VDIP-1028-xP-B Series
PCB Surface mount type (1.27mm micro pitch) with gold plated contacts
Vertical type DIP-Switch - Standard black colour
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Ordering Informat ion: 

VDIP-1028-xP-B
1

Option 1 (x) X = Number of contacts
2, 3 ,4, 5,  6, 7,  8, 9, 10 & 12

Please note : An MOQ may app ly to some s izes


