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(5) | 45P PVC Black 12g
(4) LDPE ,CLEAR COLOR 1.9 g
(3) |IDC 2+10P GOLD PLATED 150" FRONT:BLUE BACK:BLACK 1 pes
(2) |USB 3.0 A MALE (BLUE INSULATOR NICKEL-plating) 2 pcs
~ |UL202276 USB 3. 0[28AWG (7/0. 12TC+7/0. 10TC) . 127TC+AL) *2C+1P*7/0. 12TC+2C*7/0. 20TC
(1) |+F+AL+D(7/0. 128BA) +B(16/0. 12AM) OD:5. 5\M BALCK COLOR JACKET L=500MM 2 pes
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1)100% OPEN SHORT&MISS WIRE TEST
2)INSULATION RESISTANCE:DC300V 10M OHM
3)CONDUCTOR RESISTANCE:4 OHM(MAX)
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(5) | 45P PVC Black 12g
(4) LDPE ,CLEAR COLOR 1.9 g
(3) |IDC 2+10P GOLD PLATED 150" FRONT:BLUE BACK:BLACK 1 pes
(2) [USB 3.0 A FEMALE (BLUE INSULATOR NICKEL-plating) 2 pcs
~ |UL202276 USB 3. 0[28AWG (7/0. 12TC+7/0. 10TC) . 127TC+AL) *2C+1P*7/0. 12TC+2C*7/0. 20TC
(1) |+F+AL+D(7/0. 128BA) +B(16/0. 12AM) OD:5. 5\M BALCK COLOR JACKET L=500MM 2 pes
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1)100% OPEN SHORT&MISS WIRE TEST
2)INSULATION RESISTANCE:DC300V 10M OHM
3)CONDUCTOR RESISTANCE:4 OHM(MAX)
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