F-211-1 SUPPLEMENT

THE VITAL COMPONENT

LCW SERIES

Mates with:
SSW, SSQ, ESW, ESQ,
IDSS

SPECIFICATIONS

For complete specifications and
recommended PCB layouts
com

Insulator Material:
Black Glass Filled
Polyester

Terminal Material:
Phosphor Bronze
Plating:

Au or Sn over 50u"
(1,27pm) Ni
Flammability Rating:
UL 94V-O

Insulation Resistance:
5000 MQ @ 500 VDC
Operating Temp Range:
-55°C to 125°C with Gold
-55°C to 105°C with Tin
Withstanding Voltage:
1000 VRMS @ 60 Hz
Current Rating:

3A

®
FILENO. E111594

RoHS Compliant:
Yes

Processing:
Lead-Free Solderable:
Wave Only

Note:

Some lengths, styles and
options are non-standard,
non-returnable.
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Due to technical progress, all designs, specifications and components are

PLATING
el OPTION

=10p" (0,25pm)
Gold on post,
Matte Tin on tail

=10p" (0,25pm)

Gold on post,
Gold flash
on balance

=30p" (0,76pm)
Gold on post,
Matte Tin on tail

T

= Matte Tin

= Locking

ROW
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Clip

Removed
From Each

End
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AVAILABLE

POST

HEIGHT R OPTION

Specify
“230”or
“300”
standard
post length
from chart
below.
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= Right Angle

= Locking
Lead
(N/A with
Right Angle)

Two leads
- crimped in
Locking opposite
directions
SOCket/ﬁ/ on or near
# [z centerline.
‘ (“A”=.300" or

see www.samtec.com?SSW
(Body Style -P)
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= Polarized

Right Angle Versions

Specify “LEAD STYLE”
from chart.
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subject to change without notice.



