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Insulator Material: Black PBT UL94V-0 
Contact Material: Phosphor Bronze 3 finger type
Contact Plating: Gold flash plated contacts
PCB Contact Plating: Gold flash
Current Rating: 1 Amp
DWV: 500V AC  for 1 minute
Insulation Resistance: 3000 MΩ min.
Contact Resistance: 30 mΩ Max.
Operating Temperature: -40°C to +105°C 

OOrrddeerriinngg  IInnffoorrmmaatt iioonn  

BB2233  --   YY  xx   XXXX--BBGG11--GG
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OOppttiioonn  11  ((YY)) Number of rows
11  ==  SSiinnggllee  rrooww    22  ==  DDuuaall   rrooww

OOppttiioonn  22  ((XXXX)) Number of contacts
SSiinnggllee  RRooww  --  
((11xx0011))   0011  ttoo  ((11xx4400))   4400  ppooss..
DDuuaall   RRooww  --  22xx0022  ttoo  22xx4400  ppooss..

2.54mm Pitch Through Board Single & Dual Row 5.00mm Profile PCB Socket
BB2233--YYxxXXXX--BBGG11-- GG  SSeerr iieess

Single & dual row available - 5.00mm PCB profile
Gold plated contacts and PCB tails 
3 finger contact type 
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