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SUGGESTED PCB LAYOUT(TOP VIEW)
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1. Voltage rating
2. Current Rating
3. Contact resistance

4. Insulation resistance

ECHANICAL:

|. Housing & Insert Material :

5.Dielectric strength

2. Contact Material

3.Shield

4. Operating Life
ENVIRONMENTAL :

1. Storage
2. Operation

3. Wave solder temperature

: 125 VAC RMS

. 1.o AMP

. h0 mf) Max

: 500 MQ Min @500V DC
: 1500 VAC RMS 60Hz, IMIN.

PBT UL94V—0.

REV. ECN NO. DESCRIPTTON DATE APPD
A REL 92015-4—29
YELLOW GREEN
s 5
12 o—{> 10—
110 9 0
LEFT LED RIGHT LED
Emitting Color | xp(hm) | VF@F=20mA | IR @VR=5V
GREEN D65 1.8~2.6V 10 tA max
YELLOW 585 1.8~2.6V 10 tA max
NOTES:
Electrical:

: Diameter 0.46mm Phosphor Bronze

Gold Plating Over Nickel.
© 0. 20-0. 2bmm Thickness Brass

With tin Plated
. 750 Cycles Min.

. —40C ~ +85°C
: =40°C = +85'C.
. 260C Max, b Sec.
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Schematic:
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SUGGESTED PCB LAYOUT(TOP VIEW)

REV. ECN NO. DESCRIPTION DATE APPD
A REL 2015—41-29
GREEN YELLOW
5 5
12 0— > 10 o0—>
11 O 9 O
LEFT LED RIGHT LED
Emitting Color | Ap(hm) [VF@F=20mA | IR @VR=5V
GREEN o065 1.8~2.6V 10 tA max
YELLOW 585 1.8~2.6V 10 tA max
NOTES :
Electrical:
1. Voltage rating . 125 VAC RMS
2. Current Rating - 1.5 AMP
3. Contact resistance : 00 mQ Max

4. Insulation resistance

5. Dielectric strength

MECHANICAL:

l. Housing & Insert Material

2. Contact Material

3. Shield

4. Operating Life

1. Storage

2. Operation

3. Wave solder temperature

ENVIRONMENTAL:

: 500 M2 Min @500V DC

: 1500 VAC RMS 60Hz, IMIN.

. PBT UL94V-0.

: Diameter 0.46mm Phosphor Bronze

Gold Plating Over Nickel.
- 0. 20-0. 2bmm Thickness Brass

With tin Plated
: 750 Cycles Min.

. 40C ~ +857C
. —40C ~ +85°C.

- 260°C Max, b Sec.
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