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Specification (UL File Number E182481) 

Current Rating: 
Voltage Rating: 
Insulator Resistance: 
Contact Resistance: 
Withstanding Voltage: 
Operating Temperature: 
Contact I Plat ing Material: 
Housing Material: 

How to Order 

PH200-x.x-R-010 

2Amp AC/DC 
250VAC Max. 
1000 Megaohms min. 
20 milliOhms Max. 
aoov AC (r.m.s.) 1 minute
-25 - +85 Deg. C
Brass/ Tin Plating 
Nylon 66r (UL 94V,O) 

-------

3.40±0.20 

Circu
i

ts 
Dimension mm 

A B 

2 2.0 6.0 

A: 2.0 X (PART NO. OF PIN -1 
B: 4.0 +A 

16 30.0 34.0 

) 

TOLERANCE 

x. --

x.x ±0,25 

x.xx ±0.15 

x.xxx ±0.05 

ANGULAR --

APPROVALS 

DRAWN Frank 
02-Cccbo1-20!l-9 

CHECKEO Denise 
02-Cc:�eber-2009 

APPr«)vEO Jessica 

02-Cccbor-2009 

xx = No, of positions (02-16) 

OUUll1 \'AlLf COMPOIIIIITS 

the vital component 
111lE 2.0mm(.079") Pitch 

Wire to Boord Header 
VIEW SCALE PJ.RT NO. REV. 
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