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TRE LO-— o . - —{ 3 ‘\ . ‘ '\Qq, 1. Electrical characteristics:
QA |1 3 R >‘: R I ° « e ) 1.1 Contact resistance: 20mQ Max. INITIAL.
QC |1 E— — | R 2‘ ggiggggggg¢ 1.2 Dielectric withstanding voltage: 500V AC(rms)
QE [1 490 | for 1 minute.
}— 1.3 Insulation resistance: 1000MQ Min.
Recommend PCB layout 2. Environment characteristics:
(Tolerance +0.05) 2.1 Temperature: -40°C~+105°C.
D+0 3 3. Material:
See fi A 3.1 Contacts: Full Gold Flash Plate
eenigure 3.2 Housing Black Colour
| '__! - 1 4. Product Number:
i i [: 301-Wx-xx-D1R1
: " Total Number of Positions:
i i E) — 10, 14, 16, 20, 26, 30, 34, 40, 50, 60, 64
|
! ! = = § < S Orientation:
N - ) S = Straight (V/T Type, tical)
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R/A Type VIT Type

- gl
u _'\ Avaliable dimension table
_i c°m%§fs 10 14 16 20 24 26 30 34 40 50 60 64
o A 321 |37.18 |39.72 |44.80 | 49.88 |52.42 [57.50 |62.58 | 70.20 [82.90 [95.60 [100.68
Standard latch B 2220 | 27.28 |29.82 |34.90 | 39.98 |42.52 [47.60 |52.68 | 60.30 [73.00 [85.70 | 90.78
, c [10.16 [1524 [17.78 |22.86 | 27.94 |30.48 [35.56 |40.64 | 48.26 [60.96 |73.66 | 78.74
Figure A D |18.10 | 23.18 | 25.72 | 30.47 | 35.88 | 38.42 |43.50 |48.58 | 56.20 |68.90 |81.60 | 86.68
GENERAL TOLERANCE| ANGLE TOLERANCE | PROJECTION @—6 TITLE| 2. 54mm SHROUDED HEADER
X.  +0.60 X. 45 UNITS mm R/A & V/T TYPE
X +0.38 X +3 SHEET SIZE A4 | SERIES | 301-Wx SERIES
XX +0.25 XX +2 Toby Electronics Ltd 2 o DSt
DRAWING TYPE |CUSTOMER W: www.toby.co.uk TOB
(Series Image-Reference Only) SCALE 1:1 | SHEET | 1 OF 1 E: sales@toby.co.uk
DRAWING NO. 301-Wx-xx-D1R1 T:+44 (0) 1295 271777 THE VITAL COMPONENT
[ 2 l 4 | 5 6 l 7 l 8




