A | | T | D | E | 2 | G | o
v Rev.|DESCRIPTION|DATE|APPD.
Feqtures: ROHS 1 §I; Add UL & CSI'\ file No. 2002 #\ii
o Available in 2 thru 24 circuits COMPLIANT 2) Change m°*°”‘." %gg -
/N\ e Material: UL 94V-0 nylon 66 2 Change Dim. B | g/0s | &5t
o Accepts 3030Tx, 3030Tx-L ferminals 3| change accepts terminal | 5% | #hF A,
/N o Mates with 3020-N housing (With 3030Tx, 3030Tx-L terminals) 4 | {1) Add mafing headers 2018 |y % %
/N e Mates with 3045-N, 3046-N, 3047-N, 3048-N headers (With 3030Tx-L terminal) 1) hdd oo formsl__| 11/06
e Standard color: Black 3 Q= )
/N e UL file No.: E114003 A\ Ordering Information | Pin 1
‘ . Circuits Description
© (SAfile No.: LR8B4, 02 ~ 10 | Accepts ALEX 3030Tx, 30307x—L 37‘@@ 0y Gfg
Specificqﬁons; 12 ~ 24 | Accepts ALEX 3030Tx-L _@ *
e Current rating: ) ? — T .
Wire size | # 20 | # 22| # 244 26 # 28 # 30 Pin 6 Pin 4
Ampere | SA[SA|4A[3A12A 1A —A—
~—B10.4—~
e Voltage rating: 250V AC(RMS) or DC
e Insulation resistance: 1000MQ Min. ] 1 1
o Dielectric strength: 1500V AC/minute 6.4
e Temperature rise: 30°C Max. R
(carry rated current load) 6 N 14.2
Dimensional Information ( mm )
Circuits|  Dim. A Dim. B /A 1 —
N [15xN-3[15xN+ 1.25 <—8.3—>|’|
& N =2 ~ 24 10.2
uNLess OTHERWISE |UNIT:mm APPROVAL DATE Toby Electronics Ltd
I < R\
. SPECIFIED TOLERANCE [vaterial: DRAWN: B ;928 www.toby.co.uk | sales@toby.co.uk
TOBY nylon 66 2000 . .
. .000 %+ 0.08 ( mm ) — DESIGNED: HEMHE 7/29 TITLE?: .1187(3.0mm) Dual Row Receptacle Housing
<> (- Finish: =
= 00 %025 ( mm ) Black |CHECKED:  #&i% 7731 |P/N: 3025-N Series
THE VITAL COMPONENT 6 o4 (mm) T
' ' APPROVED: %4 s/o1 |Eng. No.: 3025H-xx00R0
A | | C D | E | | G | H




A | | C D | E | 3 | G | F
Rev.[DESCRIPTION|DATE|APPD. R\/HS
New release V| hEL CON?,,_,ANT
(U
Features: 3i0
e Material: UL 94V-0 nylon 66 [B]
e Accepts 3030Tx, 3030Tx-L terminals 1 [
e Mates with 3020-02 housing —
o Mates with 3045-02, 3046-02,
3047-02, 3048-02 headers
e Standard color: Black
e UL file No.: E114003 '
7 1
L B 6.4
Specifications: J
e Current rating: 1149
Wire size | # 20 | # 22 | # 24 | # 26 | # 28 | # 30 A ' ]
Ampere | DA | S5SA|[4A13A[2A]1A a
e Voltage rating: 250V AC(RMS) or DC —
® Insulation resistance: 1000MQ Min. — .
o Dielectric strength: 1500V AC/minute -
o Temperature rise: 30°C Max. 4.25i0.4—l<—>‘ 6.9
(carry rated current load) 7.6
10.2
, uNLess OTHERWISE |UNIT:mm APPROVAL DATE Toby Electronics Ltd
' € B "=
SPECIFIED TOLERANCE [\aterial: DRAWN: REL f%ﬁ www.toby.co.uk | sales@toby.co.uk
TOBY 000 + 0.08 ( ) nylon 66 2023 ] .
— . . mm —— DESIGNED: ﬁ{ii 4/18 TITLE?: .118°(3.0mm) Dual Row Receptacle Housing
2D 00 #025 (mm)| Black |CHECKED: #l&# |24 [P/N: 3025-02
THE VITAL COMPONENT 0 +04 (mm) 2023
' ' APPROVED: #|Z# | 4/% |Eng. No.: 3025H-0200R0-36
A | B | C D | E | | G | F




A | | C | D | E | F | G | H
Rev.IDESCRIPTION|DATE|APPD. v
New release T | hEL (B)I\%Il_ﬂmé' — 3.0 —
Features: I

e Material: UL 94V-0 nylon 66

e Accepts
e Mates with
e Mates with

3047-04, 3048-04 headers
e Standard color: Black
o UL file No.: E114003

3030Tx, 3030Tx-L terminals
3020-04 housing
3045-04, 3046-04,

1D)D

Specifications: J
e Current rating: 149
Wire size | # 20 | # 22| # 24| # 26§ 28 | § 30 b A '
Ampere | DA | SA|4A13A2A]1A M
e Voltage rating: 250V AC(RMS) or DC —
® Insulation resistance: 1000MQ Min. o -
o Dielectric strength: 1500V AC/minute —
o Temperature rise: 30°C Max. L-7.251'().4—*‘ 6.9
(carry rated current load) 7.6
10.2
, uNLess OTHERWISE |UNIT:mm APPROVAL DATE Toby Electronics Ltd
' € B "=
SPECIFIED TOLERANCE [\aterial: DRAWN: REL f%ﬁ www.toby.co.uk | sales@toby.co.uk
TOBY 000 + 0.08 ( ) nylon 66 2023 ] -
— = ; . mm —— DESIGNED: ﬁ{ii 4/18 TITLE?: .118°(3.0mm) Dual Row Receptacle Housing
= - 00 £025 (mm)|  Block [CHECKED: #E# | % |P/N: 3025-04
THE VITAL COMPONENT 0 04 (mm) 2003
' ' APPROVED: #|Z# | 4/% |Eng. No.: 3025H-0400R0-36
A | B | C D | E | | G | F




