
Speci f ica tion for  302-SM-xx-D1R1  Series

Insulator Material: Black LCP UL94V-0 
Contact Material: Brass
Contact Plating: Gold flash 
PCB Contact Plating: Gold flash
Current Rating: 2 Amp
DWV: 500V AC  for 1 minute
Insulation Resistance: 3000 MΩ min.
Contact Resistance: 30 mΩ Max.
Operating Temperature: -40°C to +105°C 

Ordering Informat ion

302-SM- xx - D1R1 - P - TR
1             2   3

Option 1 (xx) Number of contacts
06,08,10,12,14,16,20,24,26
30,34,40,44, 50,  60 & 64
Please note - some sizes are subject to MOQ

Option 2 (P) P = Pick & Place Pad (leave blank for none)
Please contact us for MOQ

Option 3 (TR) TR=Tape & Reel (leave blank for none)
Please contact us for MOQ & Reel size (based on number of contacts)

2.54mm Pitch Surface Mount IDC Box Header 
302-SM-xx-D1R1 Series

2.54mm pitch (10.50mm PCB profile) IDC sockets with gold flash plated contacts
Mates with Valcon 101 series IDC sockets
Optional pick & place pad (P) & tape & reel (TR) available (Subject to MOQ)
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