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! Features:

I, ¥ Avdilable in 01 through 40 Circuits

| * Material:P.BT+15% UL94V~0 or Nylon66 UL94V~0
| * Accepts  1800-TF or  1900-T

: or  1800=TM Crimp Terminal

| * Mates with  1800-WXXS or ~
| 1800-WXXR Series Header

|

s Ordering information:

! 1800-H XX
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I A 1 H=Housing A
: 2 No. of Circuits 01~40
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| Ciradts | Dmension mm — - |the vital component
| A B X.X +0.25

— XXX +0.15 -
: 1 X 1 254 XXX +0.05 Tme

| 1X2 | 254 | 5.08 MGUR == |2.54mm (.100™) Pitch Single Row Housing
I APPROVALS

ls A: 2.54 X (PART NO. OF PIN-1)| [orawn Terry |VEW  [SCAE  [PART NO. REV.

I B: 2.54 X (PART NO. OF PIN) e ”"";:‘“‘ &= ¢ 1800—HXXX—X A0

| 9 [onm [oE DWG NO. SHEET |
: 1x40 | 99.06 [ 101.60] B soms | mm | Ad 1800_H_001 o
L A — B —— R T 0 — E 1 ¥ F_

YY=EW=02 AQ0



