| |
I REV DESCRIPTION DATE I
| CAN 182481 © |
k VALCON |
| . . e Features: |
| ¥ Available in 2X2 through 2X14 Circuits |
| < Material: P.B.T+15%GF UL94V-0 - |
} Nylon 66 UL94V-0 :
| Packing: PE BAG |
| ) * Available in 2X15 through 2X40 Circuits 2|
I Material: Nylon 66 UL94v=0 :
| Packing: BOX I
| ¥ Accepts 1800-T or 1900-T or |
I - 1800-TM Crimp Terminal = :
| ¥ Mates with 1900-WXXS or |
I 1900-WXXR Series Header :
3 L] - L] B 3
| Ordering information: |*|
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I TOLERANCE - :
| T wemmm | |, o, |0 Vital componenth
I - A B X.XX £0.15 - :
I X XXX +0.05 TmE l
| 2X2 254 508 ANGULAR  — 2.54mm (.100") Pitch Housing I
| APPROVALS I
L A: 2.54 X (PART NO. OF PIN/2-1) DRAWN Terry |VEW SCALE  |PART NO. REV. 6!
I B: 254 + A e @ 1900—HXX A0 :
Gang g SEE OWG NO. SHEET |
I 2X40| 99.06 | 101.60 |
| | | I APPROVED  Song mm | A4 P—1900—H—001 1oF1 | !
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