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- N REV DESCRIPTION DATE
A £182481
e ¢ Us VALCON® A1 ENO10224—1 2012.02.24
Specification (UL File Number E182481)
a) a) a) a) a) a\ Current Rating: 5 Amp AC DC
[ Voltage Rating: 250V AC Max.
8_ Insulator Resistance: 1000 Megaohms min.
8 " : Contact Resistance: 20 milliOhms Max.
= Withstanding Voltage: 1500V AC/Minute

N Operating Temperature: -25 ~ +90 Deg. C
Contact Material: Copper Alloy
Insulator Material: UL 94V-O Nylon 66
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_ Circuits Dimension_mm Circuits Dimension mm TOLERANCE -
P.C.B Thickness 0.80~1.60mm A 13 A B < — J[he Vltal CompOﬂeﬂt
PCB Hole dia @1.70mm+0.05 2 5.08 0.16 9 40.64 | 45.72 X.X +0.25
o ' ' 3 10.16 | 15.24 || 10 | 45.72 [ 50.80 || x.xx 2015 [ -
P.C.B. LAYOUT 4 | 1524 [ 20.32 |[ 11 | 5080 | 55.88 || xxxx %005 5.08mm(.200") Pitch
i B T 5 [ 2032 [ 2540 || 12 | 55.88 | 60.96 | | ANGULAR  —— Wire to Board Header
TORY 6 25.40 | 30.48 13 | 60.96 | 66.04 APPROVALS
i 7 | 3048 [ 3556 || 14 | 66.04 | 71.12 | [PRAWN  Joan [VEW  ISCALE  fPARTNO REV-
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