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THE VITAL COMPONENT

SMSS-10-24-F-03.00-S

SMSD-05-24C—L-05.00-D-K-KDS - /
(2,54 mm) .100" vy SMSS, SMSD SERIES

MINI MATE" UNIVERSAL CABLE ASSEMBLY
TP Choi f
— P

.100" x .100"

(2,54 mm) x (2,54 mm)

unshrouded terminal strip,
Insulator Material: TSW, HTSW, TSM,
(N:)tl)lr(:tnagésl\yll\;\‘zi:ieal- MTSW, HMTSW, PHT, Choice of key

: TLW, MTLW, DW, EW,
Piating o2 ZW, HW, TSSH, TSS, TST, ol
Au or Sn over HTSS, HTST, ZSS, ZST A
50p" (1,27 pm) Ni -~
Operating Temp Range: 4.
-10°C to +105°C » 4
Current Rating o
(SMSD-24/HTSS): ~ N =
?1%516;)(?\:\?&(9(1 per row) “ » » 24 or 26 AWG
Voltage Rating: Single or ~ wire option
375 VAC >/
Insertion Depth: double row /
(5,33 mm) .210" to
(6,86 mm) .270"
Wire:
24 or 26 AWG (2,54 mm)
RoHS Compliant: .100" pitch
Yes
PLATINGS ASSEMBLY END
= % ol OPTION fall LENGTH fllOPTION|m
o |
FILENO. E1T1594 (Must be used
on -D end

— i‘XX XX!!
= Assembly option only

Length in Inches Polarization fj & applies to
(76,20 mm) (Leave end 2 housing)

APPLICATION i on contact,
y Matte tin

24C CABLE
COLOR CODING 03.00" min. = Double §blank for no
PIN COLOR End Polarization) _KUS
BROWN (5 positions = Key up,
RED minimum) straight

(See print for

ORANGE : :
pin mapping)

contact,
L EWCRI]
on tail

-KDS

= Key down,
straight
ASSEMBLED LENTH } (See print for

— pin mapping)
No. of —KUX
< positions —| = Key up,
X (2,54) .100
ALSO AVAILABLE +(1,27) .050 (s:;°srf:tdfor
) | pin mapping)
* Other sizes f [« (1245 SMss KDX
(2,54) -
Contact Samtec. n - %50 N Ee
(5,08)| | I | | | il_l HEE @ crossed
Notes: 200 I ] e EE (See print for
For wiring option information b SMSD (2,54) pin mapping)
refer to drawing on web. .100
Teflon® cable is intended for { ‘*(41'%)
crimp only. Contact Samtec for — — —
solderable cable applications. I I | I I |
Some lengths, styles and ! ! ! !
options are non-standard, -KUS -KDS
non-returnable.

e (e vital component

Due to technical progress, all designs, specifications and components are subject to change without notice.




