SPECIFICATIONS

Insulator Material:

Glass Filled Polyester (TH)
Natural Liquid Crystal
Polymer (SMT)

Terminal Material:
Copper Alloy

Plating:

Sn over 50 p" (1.27 pm) Ni
Operating Temp Range:
-55 °C to +105 °C
Standard Creepage:
(3.94 mm) .155"

Standard Clearance:
(3.94 mm) .155"

RoHS Compliant:

Yes

Lead-Free Solderable:
Surface Mount: Yes
Through-hole & Right-angle:
Wave only

SMT Lead Coplanarity:
(0.20 mm) .008" max (02-15)
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Insulator Material:
Liquid Crystal Polymer
Terminal Material:
Copper Alloy

Plating:

Sn over 50 p" (1.27 um) Ni
Operating Temp Range:
-55 °Cto + 105 °C
Standard Creepage:
(3.94 mm) .155"
Standard Clearance:
(3.94 mm) .155"

RoHS Compliant: Yes

Lead-Free Solderable: Yes
SMT Lead Coplanarity:
(0.20 mm) .008" max.
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(Not

Available
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blank for
Through-hole

= Right-angle
(-02 & -04 lead
style only)

-VS
= Surface
Mount
(2 pins/row
minimum)
(-01 & -02 lead
style only)

ALSO
AVAILABLE
(MOQ Required)

* Increased creepage and
clearance with the removal
of contacts

Contact Samtec.
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= Stacker Height (in inches)
(0.13 mm) .005" increments

Example: —250 =

Mates with: (6.35 mm) .250"

HPF

Some lengths, styles and options
are non-standard, non-returnable.
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Due to technical progress, all designs, specifications and components are subject to change without notice.

Place Pad
(3 Pos. min.)
(6.98 mm)
.275" max.
post height
(=VS only)




